


Technical specifications

Options :

�• Inox turbine for adblue
�• Volume conversion at 15°C or 20°C
�• 2 delivery channels (full / empty)
�• Product return management system
�• Monitoring of anti-overflow probes
�• 3 or 4 buttons radiocommand
�• IoT connection
�• Additive management
�• Cargo management
�• Wifi communication 
�• GSM & GPS communication on board
�• Mesureur Electro Magnétique
�•��Alma inside application for smartphones & tablets
Android / iOS)

     

                                                      

Metered
Liquids :

 Turbine body :  

Flow rate :

 
Size : 

 
Accuracy class :

 

Accuracy :

Viscosity :

 

 

Repeatability :
Scale interval :

 

Ambient T° :
Weight :

Communication :

 

Max pressure :

  

All refined petroleum
products (fuel, diesel, 
jet, red diesel...)

 
 

Aluminium 

  

   
                       

            

  

4-50m3/h or8-80m3/h

 
2’’ DN50 100x100mm or
3’’ DN80 110x110mm

  

0,5

  

0,1%*

10 mm²/s max. (2’’)
13 mm²/s max. (3’’)  

 

 

  
  0,02%

1L

-25°C to +55°C

 

23 kg

   

Bluetooth / 

  

 

LNE-30858 (MID)

 
0,3 bars

 

GENERAL SPECIFICATIONS

*Depending on the conditions of use

LCD screen :

 

Power supply :
 

 

 

- Easy & simple reading

 

 - Alarm message integrated
 

  - Units : L,m3/h, L/min, °C    

                    - Language : EN, FR 

24 V

3 years

 

  
  

Memory :

- Easy & simple navigation menu

Certificate
CMA-Tronique

WIFI (Modbus), integrated GPS - 
serial connection 
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Step 1
Easy manual programmation 

for the truck driver

Step 2
Pumped, partial 
or full delivery

Step 3
Memorisation of available 

transaction for printer

1

II 2 G Ex d IIB T6 Gb

II 1 G Ex ia IIC T6 

II 2 G c IIC T6 

II 2 G Ex mb IIC Gb T5

1 Electronic control unit -

5

Turbine -2

Pressure probe -

viewer kit 

3

check valves

Printer kit

4 NO-NF kit -

Antenna kit (GSM/GPS options)

(65-830 L/min ou 130 - 1300 L/min)

Temperature probe : PT100

Printer : EPSON TM-U295

Main components :
Hardware

So�ware

Alma Inside application for
smartphone and tablet
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Radiocommand
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