
CRYO-TRONIQUE CO₂

Equipment complying with  
the Measuring Instruments  
Directive 2014/32/UE (MID)

ISO 9001 

Constitution

ADRIANE 2" stainless steel 
turbine

-  High precision and repeatability
-  Equipped with a pulse 
 transmitter

 

MICROCOMPT + calculator - 

 

Enhanced ergonomics 
 

 
 
 

Advantages

 Secure operation    
 

Automatic cooling control
and pump integrity 
monitoring

  
  
    

 Compensation rate of the gas 
return to the tank and pressure 
control

 
  
 

Wireless connectivity
    

   

Turbine electronic 
measuring set dedicated 

to cryogenic CO₂ 
measurement

   
     

Transactional metering for delivery or pick-up
Automatic cooling control
Automated control of Loading, Delivery and Pick-up,
Degassing and analysis  

 

Application

CRYO-TRONIQUE

- Low pressure loss

Enables measured distribution of liquefied carbon dioxide 
to tanks by single or double hose systems.

Product Certification



Main features

Liquid measured: Body: - Wi-Fi communication
- Embedded GSM & GPS communication

LCD display:

Volume flow rates: Size:

Power supply:

Accuracy class:  

 

  

Memory: 

Repeatability:

Scale:

Temperature:

Temperature 
probe:

Weight: 

Communication:

Certificate:

 

Minimum pressure:

Maximum pressure:

CO

 

316L S/S 

- Easy to read
- Simplified navigation menu
- Integrated alarm messages
- Units: Kg, t/h, L, m³/h, L/min, 
   °C
- Interface: English / French

  

                            

     

  

    
     

 04NP 05ND "2

24 VDC

1,5

        
  

3 years

0.02%

1Kg or 1L

    40°C to +30°C-

 gk 22

RFID, CAN, Serial Link
(RS232 / RS485), Bluetooth 
and Ethernet

LNE-34322 (MID)

 

 

 srab 5

 srab 52

PT100

MICROCOMPT + calculator

ADRIANE Turbine Options

 

1 Computer

2 Turbine

3 Temperature probe

4
(GSM+GPS options)

1
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CRYO-TRONIQUE CO₂
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4-43 m³/h

Mass flow rates: 4-44 t/h

4

This package enables automated delivery and pick-up operations 
over a flow range of 4 to 44 t/h.

The Microcompt+ can be used to guide and secure the steps of the 
tank conditioning process:
Cooling and monitoring pump cavitation, pressurizing pipes, 
controlling the pump for delivery operations, determining gas 
return and checking the pressures before and at the end 
of the process.

The Cryo-tronique CO2 is a turbine measuring unit dedicated to the metered 
distribution of liquefied carbon dioxide.
As it complies with the Measuring Instrument Directive 2014/32/EU (MID), 
it can be used for transactional metering.

The embedded connectivity channels (wired and wireless) allow 
interfacing with on-board IT and communication with remote maintenance 
and monitoring systems.

The Microcompt+ flowmeter controls the main tank access valves as well 
measuring the main pressures and temperatures; this enables it to ensure 
secure management of operations.

CRYO-TRONIQUE CO2
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CRYO-TRONIQUE CO2

Antenna 


